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...30 years history

MIK EUROPE INDUSTRIES is a Greek company based in Thessaloniki city,
specializing in the manufacturing of heat pumps, steel boilers, water heaters,
pellet burners, PP and PE tanks, for residential and industrial use, offering to the
market a complete, modern and affordable pellet burning system.

MIK EUROPE factory has adopted modern methods of supply, production, quality
control and distribution.

The company has combined efficiently top quality materials with high expertise
through continuous research and development and profound knowledge of the
marketplace.

From 2014 MIK EUROPE use the commerce brand name “mytherm” for her products.

MIK EUROPE SA INDUSTRIES is certified with ISO 9001:2015

Our today product range, covers the follow energy sectors:

® HEAT PUMPS
[ ]
o WATER HEATERS PP & PES?C\)I:JIIEZ .
* HOT WATER BOILERS
* AIR BOILERS PELLET BURNERS
OBJECTIVES
Quality
Consistency
Client satisfaction
VISION

A better future, more economic, more ecologic.

enjoy our technology




JANUARY 202i
GRAND OPENING OF PLANT B

APRIL 202]

ARRIVAL OF MYTHERM GAS BOILER
MADE IN PLANT B

T

B.B. 40, Entrance C,
57022 Thessaloniki, Greece

PLANT B
B.B. 49, Entrance C,
57022 Thessaloniki, Greece
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enjoy our technology

3 years experierce

HEAT PUMPS PP & PE TANKS -
WATER HEATERS STOVES -
HOT WATER BOILERS PELLET BURNERS -
AIR BOILERS

MYTHERM INDUSTRIES is o Greek Company based in Thessaloniki
city, specializing in the manufacturing of heat pumps, steel bailers,
water heaters,pellet burners, PP and PE tanks, for residential
and industrial use, offering to the market a complete,
modern and affordable pellet burning system.

MYTHERM factory has adopted modern methods of supply,
production, quality control and distribution.

The company has combined efficiently top quality materials with high expertise
through continuous research and development and prafound knowledge of the

marketplace,

MYTHERM INDUSTRIES is certified with IS0 9001:2015

OBJECTIVES
Quality
Consistency
Client satisfaction

VISION
A better future, more ecanomic, more ecologic
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Oil Condensing Boiler
6T Oil Compact Unit

Hot Water Pellet Boilers

THALIA Plus Pellet Boiler, 7-50 kW/h

ML Boiler, 7-87 kW/h

GS, Heating & Sanitary Boiler, 8-250 kW/h
MC Boiler, 8-250 kW/h

WAS Boiler, 130-2000 kW/h

WA Boiler, Wood & Pellet, 21 -115 kW/h
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HT, Solar Energy Boiler, 8-250 kW/h
HT-MS, Salor & Pellet Burner- 250 kWyh

Burners

MS /MS Bio Pellet Burners
MS Plus Burners

MS-5 Bio Burners

Water Heaters

8L Water Heaters

BF Buffer

BH Heat Fump Water Heater

Heat Pump, Caoling / Heating & Sanitary Water
Revarb RV
Revorb R\-t

Pellet Stoves
Angelo TA
Ecoline TE

foli TS - TS5A
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GT Series ettt Al paoian. [
MODEL POWER CHIMNEY W/D/H WEIGHT PRICE
kW/h mm mm kg EUR
GT 20 20 60/ 100 560/900/970 155 1.260
GT 25 18-28 60/100 560/900/970 155 1.314
GT 35 25-35 80/125 560/900/1150 180 1.500
GT 40 28-40 80/125 560/900/1250 205 1.680
GT Plus Series
MODEL POWER D.HW W/D/H WEIGHT PRICE
kW/h mm mm kg EUR
GT 20 15-20 8.2 560/900/970 155 1.488
GT 25 18-25 10 560/900/970 155 1.542
GT 35 25-35 14 560/900/1150 180 1.620
GT 40 28-40 16 560/900/1250 205 1.860
GT & GT PLUS includes:

Riello / EOGB oil burner
Electronic control panel
ERP pump

Expansion vessel
Condensate trap

EXTRA:

Mechanical filter

Tube in tube plastic chimney

Tube in tube 870 plastic angle

PVS flexible tube for the inside air of burner
Safety valve



Hot Water Pellet Boilers

THALIA Plus Pellet Boiler, 7-50 kW/h

ML Boiler, 7-87 kW/h

GS, Heating & Sanitary Boiler, 8-250 kW/h
MC Boiler. 8-250 kW/h

WAS Boiler, 130-2000 kW/h

WA Boiler, Wood & Pellet, 21 -115 kW/h




THALIA

PLUS
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THALIA PLUS includes:

» Control panel

- ErP circulation pump

- Expansion vessel

« Self Cleaning Mechanism (manual)

Technical
Characteristics
MODEL POWER  CHIMNEY W/D/H WEIGHT PRICE
[ kW/h mm mim kg EUR
THP 18 7-18 590/830/1060 160 1.260
THP20 9-20 590/830/1120 175 1.320
THP 25 9-25 590/830/1220 175 1.452
THP 35 14-35 80 590/860/1360 200 1.704
THP 45 18-45 630/860/1410 215 1.956
TH P 50 20-50 630/880/1420 240 2.148
TH P 60 20-60 630/860/1510 290 2.364
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i ML Series has as standard accesory :
| the MANUAL CLEANING SYSTEM of ;
: the exchaust tubes. ]

(SERIES MODEL PELLET CHIMNEY W/D/H WEIGHT PRICEJ
POWER

kW/h mm mm kg EUR

ML ML20 7-20 130 590/650/1240 125 598
ML 30 9-25 130 590/650/1240 130 662

ML 35 12-30 130 590/650/1240 135 701

ML 40 17-40 130 640/700/1360 165 768

ML 50 18-52 130 640/700/1360 180 805

ML 60 21-61 130 690/750/1510 220 940

ML 85 30-87 130 690/750/1510 250 1.036
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. WE RECOMMEND USING
; i PELLET BURNERS OF
Technical ] : MYTHERM
Characteristics e e Y
MODEL POWER DHW  INOX  SUGGESTED BOILERS  W/L/AI  WEIGHT  PRICE
PELLET COIL MODEL WATER
PELLET VOLUME
BURNER
kWih Ii/h m* It mm Kg EUR

GS 20 820 >1.400 3.9 M5 35 250 760/810/1225 280 1.176
GS 30 10-30 >1.800 3.9 M5 35 250 760/810/1225 285 1.248
G540 12-40 =2.200 4 M5 35 340 TR0/ 1450 350 1.380
GS 50 15-50 >2.600 1,55 MS 50 340 790840/ 1450 370 1.499
G 65 25-65 =>3.200 5.2 M5 65 340 T90/840/ 1450 4001 1.609
GS &5 90-85 >4.400 5.2 M5 85 380 820/870/ 1550 480 1.894
GS100  40-100 >5.000 6 Msi10 500 760/910/960) 5600 2.125
G8125  50-125 >6,500 6.5 MS 165 600 790/960/1010 6510 2.464
GS 150  60-150 =8.000 6.5 MS 165 580 790/960/ 1010 750 2.765
GS 175 70-175 =8.000 7.5 MS 220 720 R0/ T0T0/ 1060 850 3.049
GS200  80-200 >10.400 8 MS 220 730 BLO/1010/1110 930 3.212
G 230 FEHI- 2540 >12.800 B0 M5 300 B B200 1060/ 1 100 1070 3915

00606

MODEL Automatic Cleaning Automatic Cleaning
Mechanism for the Mechanism
EXCHAUST TUBES for the COMPUSTION
CHAMPER
EUR EUR
G520 180 360
a5 25 180 360
5 30 240 384
GS 40 240 384
GS 50 240 384
GS 65 252 420
G5 85 264 420
GS 100 300 480
GS 125 300 480
Ga 150 360 492
G5 175 360 492
Gl 200 384 540
Gh-250 384 540




E WE RECOMMEND USING '
\ PELLET BURNERS OF '
|

I
MYTHERM i
Technical
MODEL POWER SUGGESTED W{IH/L WEIGHT PRICE
PELLET MODEL
PELLET BURNER
kW h mim kg EUR
MC 20 8-20 MS 35 660/ 1060/710 200 780
M 25 925 M5 35 660/ 10607710 205 Bl16
M 30 10-30 MS 35 685/1085/735 210 840
MC A0 12-40 MS 40 685/ 1085/735 250 960
MC 50 1.5-50) M5 50 T10/1085/735 2480 1.080
MO 65 20-65 M5 65 71 LL10/760 320 1.200
MO 85 30-#5 M5 85 Z10/1110/760 400 1.380
MC 100 40-100 MSBIO 110 RO/ 12507860 SO0 1.620
MC 125 A-125 M5 BIO 165 Ba0/1310/910 610 1.920
MC 150 60-150 MS BIO 165 91(/1775/910 90 2.160
MC 175 70-175 MSBIO 220 Q&0 TRT S/ 960 780 2.400
MC200 Bi1-200 M5 BIO 220 960/ 1425/960 870 2.640
MC 250 100-250 M5 BIO 300 1010/1675/1010 1,050 3.000
LOW TEMPERATURE
B E ( BOILER )
MODEL Automatic Cleaning Automatic Cleaning
Mechanism for the Mechanism
EXCHAUST TUBES for the COMPUSTION
CHAMPER
EUR EUR
MC 20 180 360
MC 25 180 360
MC 30 240 384
MC 40 240 384
MC 50 240 384
MC 65 252 420
MC 85 264 420
MC 100 300 480
MC 125 300 480
MC 150 360 492
MC 175 360 492
MC 200 384 540

MC 250 384 540



Technical
Characteristics

00E@0

MODEL POWER BOILER'S CHIMNEY HYDRAULIC WEIGHT WilJH PRICE
min-max  WATER DIAMETER CONMNECT
VOLUME
kW It mimn inches kg mum EUR

WAS 300 [ 50300} |00 250 sin 1400 1020/ 1070/ 1875 4.085
WAS 350 140-350) LAl 300 3 1.55(0) 10T 112001957 4.666
WAS 400 150-400 1.100 300 4 1.800 1207117072025 5.017
WAS 500 2000-500 1.350 400 4 1800 170/ 122042175 6.191
WAS 600 250-608) 1.580 400 4 2150 L1701 22002175 7.124
WAS 750 JHI-T50 14980 500 4 2620 1320/1370/2475 8.669
WAS 850 350-850) 2.210 500 4 2.950 1370/ 1420/2550 10.561
WAS 1000 4500- 10040 2.210 T00 4 3.500 [370/ 142042550 11.527
WAS 1250  600-1250 2.650 700 5 4,250 1470/ 1520/ 2650 13.588
WAS 1500 F00-1500 2.910 700 5 5,300 LRTON 1920/ 2850 17.294
WAS 17500 BO0-1750 3.200 800 f 6.250 21200 2170/2975 20.056
WAS 2000 900 2004 3.520 #00 & 7.000 2120217042975 221.546

MODEL Automatic cleaning mechanistm

For the EXCHAUST TUBES  COMPUSTION CHAMBER
EUR EUR

WAS 300 480 546

WASR 350 540 570

WAS 400 600 600

WAS 500 660 624

WAS 600 720 660

WAS 750 780 G684

WAS 850 B4ao 714

WAS 1000 900 744

WAS 1250 a860 786

WAS 1500 1.020 822

WAS 1750 1.080 888

WAS 2000 1.140 948
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: Basic fuel: Pellet
| Alternative: Wood |

The WA boiler is accompanied with:
+ Automatic change of fuel function, from wood to pellet

Create your own system with the characteristics you want
You can choose to accompany the boiler with:

+ A MYTHERM pellet burner
+ The tank type, PLASTIC, or STEEL
- Automatic cleaning mechanism for the cambustion chamber

+ Automatic cleaning mechanism for exchaust gases

TYPE WA WA WA WA WA WA WA
21-35 2545 35-55 4570 55-85  60-100 70-115
Pellet Power kW/h 35 45 35 70 85 100 115
Wood Power kwi/h 21 25 35 45 55 60 70
Water Volume It 105 112 120 130 165 175 185
Width mm 610 610 610 660 660 710 760
Height min 1335 1485 1550 1285 1280 1330 1380
Length mm 1225 1235 1225 1285 1285 1335 1385
Chimney mm 130 130 130 130 130 150 150
Connections inch 1" 5 g 11/4" 1147 1147 2
Weight kg 140 150 160 180 205 220 235
PRICE EUR 936 984 1.140 1.248 1.320 1.488 1.620
TYPE WA WA WA WA WA WA WA
2]1-35 25-45 35-55 45-70 55-85 60-100 70-115
Automatic Cleaning System 216 216 240 240 240 264 300
for Exchaust Tubes
Automatic Cleaning System 360 360 396 396 396 420 444
for Combustion Chamber
Steel tank (WD TYPE) 132 132 132 180 180 180 204
Plastic tank Choose the tank you want from the 2019 “Mytherm PRICE LIST"

| WE RECOMMEND USING PELLET BURNERS OF MYTHERM :

Lk L L L L L L L T







Free Solar Energy

Technical

» OIL
P GAS

Characteristics

HYBOSUN

MODEL GAS OIL PELLET DHW W/L/H WATER 2 EXCHANGERS
POWER POWER POWER VOLUME SOLAR & DHW
(buffer) PRICE
kW/h kW/h kW/h Lt/h mm Lt EUR
HT 20 36 35 3-20 >1.600 735/805/1475 300 1.776
HT 30 46 45 10-30 >1.800 780/830/1700 300 1.896
HT 40 a7 ] 12-40 >2.200 7RO/830/1700 400 2.004
HT 50 67 65 15-50) >2.600 805/855/1825 400 2.220
HT 65 32 80 25-65 >3.200 BOS5/855/1825 400 2.388
HT 85 113 110 30-85 =4 400 B05/855/1825 550 2.712
HT 100 124 125 40-100 >5.000 905/955/1825 750 3.564
HT 125 165 160 50-125 =6.500 905/1005/2000 750 3.840
HT 150 206 200 60-150  >8.000 905/1005/2000 750 4.380
HT 175 232 225 70-175 =9.000 1055/1055/2125 1.000 5.568
HT 200 268 260 80-200  >10.400 1055/1055/2125 1.000 6.960
HT 250 330 320 100-250 >12.800 1055/1105/2175 1.000 8.136

Accessories: As EXTRA accessory for the HT series: Heating element, 230-380V
This version does not include PELLET BURNER.



The programmer of HT boiler controls:

* Hot water boiler's temperature of heating

« D.HW temperature

- The twao circulation pumps, for heating and
solar circuit

- Automatic ON of the Electrical resistance

after burner’s fault
, SUN « "WEATHER COUNTBALANCE" function

» PELLET [ [ENeRGSg

H ; BOSU N | -
. ™ |
RO |
The electircal resistance is not included PR K | -
in the bellow prices. Free Solar Energy (O x| —
MODEL GAS OIL PELLET DHW W/L/H WATER 2 EXCHANGERS
POWER POWER POWER VOLUME SOLAR & DH.W

(buffer) PRICE

kw/h kW/h kw/h Lt/h mm Lt EUR

HT-MS 20 36 35 8-20 =>1.600 755/805/1475 300 3.240
HT-MS 30 46 45 10-30 =1.800 7R0/830/1700 300 3.336
HT-MS 40 57 55 12-40 =2.200 780/830/1700 400 3.432
HT-MS 50 67 65 15-50 >2.600 805/855/1825 400 3.564
HT-MS 65 82 20 25-65 >3.200 BD5/855/1825 400 3.792
HT-MS 85 113 110 30-85 =4.400 805/855/1825 550 4.416
HT-MS 100 129 125 40-100 =5.000 905/955/1825 750 5.136
HT-MS 125 165 160 50-125 =6.500 S05/1005/2000 750 5.964
HT-MS 150 206 200 60-150 =>8.000 905/ 1005/2000 750 6.828
HT-MS 175 232 225 70-175 =9.000 1055/1055/2125 L.000 8.160
HT-MS 200 268 260 H0-200 =10.400 1055/1055/2125 1.000 10,104
HT-MS 250 230 320 100-250 =12.800 1055/1105/2175 1.000 11.568

We can offer you, the HT-5 boiler, with any other energy’s source combination you want, building
your own HT boiler. For example a third coil exchanger for Geothermy, or, Heat Pump.
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WATER
HEQTER
BOILERS

@ SERIES:

*HT -M 5000
*HT - ECONOMY

LITTGCRS
BUFFCR

{?6‘60




WATER HEAQTER BOILER

HT-M 5000

WHEN YOU WANT TO STORRAGE BIG QUANTITIES OF HOT WATER

Boilers HT made of steel St 37-2, with seamless excaust steel tubes.
HUGE QUANTITY OF HOT WATER IN STORAGE

UP-TO

9000

LITTCRS
BUFFCR

K

-

The programmer of HT boiler controls:

o
e Buffer's temperature L Fl‘ee

e D.H.W. temperature

* Two circulation pumps, hot water circuit and
solar circuit for future connection

e Automatic ON of the Electric element after The domestic hot water comes in contact only with the stainless
burner's fault steel coil exchanger (without any welding) ensuring you the most

e "WEATHER COUNTBALANCE" function hygiene hot water. Up to 5000 litters hot water in storage, more

o Excaust temperature control _J than 5000 I/h supply.

Legionella Free

HYBOSUN
HT-M 5000

www.mytherm.com



WATER HEAQTER BOILER

HT-M 5000

CNCRGY SOURCES:

* GAS / OIL
e GAS / OIL & SOLAR

TECHNICAL CHARACTERISTICS HT-M SERIES

HT-M 1000 HT-M 2000 HT-M 3000 HT-M 4000 HT-M 5000

FUEL N.GAS or LGP

WATER VOLUME (BUFFER) Litters 1000 2000 3000 4000 5000
HOT WATER SUPPLY Dt=40°C L/h 1000 2000 3000 4000 5000
POWER (Dt=40°C) kW/h 47 92 140 185 232
EXCHANGERS No I I I I I
DIMMENSIONS (W-L-H) cm 205x105x1 10 205x135x140 218x156x161 218x185x180 220x195x200
WEIGHT kg 555 916 1.196 |.678 1.678
D.H.W. SUPPLY INOX COIL m’ 9.92 [1.25 15.22 18.11 18.11
PRICE Euro 1.73I 3.123 3913 4.750 5.531
PRICE Euro 220 250 280 300 330

* The solar coil works complementary to the main power source

GAS BURNER BALTUR

FUEL N.G /LGP

MODEL BTG 6 BTG 12 BTG ISP  BTG28P BTG 28P
NOMINAL POWER kW/h - 30,6-56.3 35-112 50-160 80-225 80-225
GAS CONNECTIONS Inch.  3/4" 3/4" 3/4" 3/4" 3/4"
FLAME STAGES No I I 2 2 2
MULTIBLOCK MBC 65-01 MB 405 MB 406 MB 407 MB 407
PRICE Euro 495 640 860 1.235 1.235

* The price includes : Tight valve VPS and valve tightness test (CT), as specified in the regulation for power >200 KW

HEATING ELEMENT Ni, INCOLOY 825, WITH THERMOSTAT, LAMP AND BOX

TANK'S MODELS 1000 2000 3000 4000 5000
PHASES No 3 3 3 3 3
VOLTAGE Vv 400 400 400 400 400
FREQUENCY Hz 50 50 50 50 50
POWER Kw/h 12 15 18 20 20
PRICE Euro 160 170 180 190 190

We can offer you, the HT-M 5000 series with additional stainless steel heat exhangers for extra use of
other energies (e.g. SOLAR - GEOTHERMY - HEAT PUMP) and with different BUFFER'S VOLUME.

* Technical specifications of boiler and accessories are subject to change without notice.
Before ordering, confirm the technical characteristics of all eqipments.

www.mytherm.com




WATER HEAQTER BOILER

HT CGCONOMY

Boilers HT are made of steel St 37-2, with seamless excaust steel tubes.
They have three routes exhaust.

This unique design passes the hot combustion gases three times through the
boiler under negative pressure.

This maximizes the gases contact with the boiler's water transfer surface area.
The result: High Efficiency with a Clean Burn.

HT has as option the accessory the auto-self cleaning system.

N4
YV
The programmer of HT boiler controls:

[
e Buffer's temperature L Free

e D.H.W. temperature

e Two circulation pumps, hot water circuit and
solar circuit for future connection

e Automatic ON of the Electric element after The domestic hot water comes in contact only with the stainless
burner's fault steel coil exchanger (without any welding) ensuring you the most

e "WEATHER COUNTBALANCE" function _J hygiene hot water.

Legionella Free

o Excaust temperature control

~N Auto-self
Digital display ; —i==% cleaning system
(optional)
Buffer Capacity: 5000 Lit. |
Fuels: Gas / Oil / Solar V¥ DHW.
D.H.W. Supply: >5000 I/h stainless steel coil
Combustion OPTIONAL
i Burner .
| chamber Heating element, 3/ph,
| = 400V, 20 kW/h
& ¥~ opTioNAL

A LCGIONGCLLA

FRGCEC

WATECR HEATECR * '

b i

www.mytherm.com

Solar stainless steel coil




WATER HEAQTER BOILER

HT CGCONOMY

CNCRGY SOURCES:

* GAS / OIL . .
e GAS / OIL & SOLAR| receive the hot water quantity you need.

Storage less hot water, spend less energy,

TECHNICAL CHARACTERISTICS HT SERIES

MODEL HT-35 HT-45 HT 110 HT160 HT200 HT250 HT 320
FUEL N.GAS or LGP

WATER VOLUME (BUFFER) Litters 250 250 300 550 600 1.000 1.000
HOT WATER SUPPLY dt 40°C  L/h 750 1.000 2.000 3.000 4.000 5.000 6.500
POWER (Dt=35°C) kW/h 35 45 110 160 200 250 320
EXCHANGERS No I I I I I I I
DIMMENSIONS (W-L-H) cm 755/805/1475  780/830/1700  805/855/1825 905/1005/2000 905/1005/2000 1055/1055/2125 1055/1105/2175
WEIGHT kg 228 234 333 532 634 896 896
D.H.W. SUPPLY INOX COIL m’ 29 30 40 50 55 60 60
PRICE Euro 1.158 1.163 1.978 2.495 2.767 3.697 4.286

ADDITIONAL COST FOR EXTRA SOLAR COIL (2nd coil)
Euro 170 220 250 280 300

* The solar coil works complementary to the main power source

GAS BURNER BALTUR
FUEL N.G / LGP
MODEL BTG 3 BTG 3 BTG 12 BTGI5P BTG28P BTG35P BTG 35P
NOMINAL POWER kW/h 16,6-42,7 35-112 50-160 80-225 80-410 80-410
GAS CONNECTIONS Inch. 3/4" 3/4" 3/4" 3/4" 3/4" | 1/4" | 1/4"
FLAME STAGES No I I I 2 2 2 2
MULTIBLOCK MBC65-01 MBC65-01 MB405  MB406  MB407 MB412-04 MB412-04

PRICE Euro 475 475 640 860 1.235 1.515 1.515
* The price includes : Tight valve VPS and valve tightness test (CT), as specified in the regulation for power >200 KW

HEATING ELEMENT Ni, INCOLOY 825, WITH THERMOSTAT, LAMP AND BOX

PHASES I I 3 3 3

VOLTAGE 230 230 400 400 400
FREQUENCY Hz 50 50 50 50 50 50
POWER Kw/h 4 9 15 18 20 24
PRICE Euro 35 150 170 180 190 220

We can offer you, the HT ECONOMY boiler with additional stainless steel heat exhangers for extra use of
other energies (e.g. SOLAR - GEOTHERMY - HEAT PUMP) and with different BUFFER'S VOLUME.

* Technical specifications of boiler and accessories are subject to change without notice.
Before ordering, confirm the technical characteristics of all eqipments.

www.mytherm.com
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i EASY REPLACEMENT !
| OF OIL BURNER :

CLEANING SYSTEM: The FUN of the burner, clean the flame tube from the ash
( on maximum rpm ).

MODEL POWER VOLT FLAME FLAME PRICE
TUBE TUBE

LENGTH EXTERNAL

DIAMETER
kw/h v mm mim EUR
MS-535 10-35 230 160 140 713
MS-550 15-50 230 180 140 738
MS-S 65 20-65 230 215 150 763
MS-5 85 25-85 230 230 155 865

Bl

| Auger and control panel :
are included in the above prices. |

CLEANING SYSTEM: Series MSB has a mechanic axon which is moving (front -
back) inside the flame tube, scratching the grill surface.

MODEL POWER VOLT FLAME FLAME PRICE
TUBE TUBE

LENGTH EXTERNAL

DIAMETER
kWih v mm mm EUR
MS-S bio 35 10-35 230 160 140 828
MS-S bio 50 15-50 230 180 140 865
MS-S bio 65 20-65 230 215 150 890
MS-5 bio 85 25-85 230 230 155 992

T ———

Auger and control panel i
are included in the above prices. |

www.mytherm.gr



WOOD
AGRO .
PELLET

Auger, control panel and compressor :
I

are included in the above prices

e St PP ———

CLEANING SYSTEM: MSC series use an AIR COMPRESSOR for the flame tube cleaning.

Technical
Characteristics

MODEL POWER VOLT FLAME FLAME AlIR PRICE
TUBE TUBE COMPRESSOR
LENGTH EXTERNAL
DIAMETER
kW/h V mim mm It EUR
MS PLUS 35 10-35 230 160 140 25 B98
MS PLUS 50 15-50 230 180 140 25 917
MS PLUS 65 20-65 230 215 150 25 948
MS PLUS 85 25-85 230 230 155 25 985
MSPLUS 110 35-110 230 270 190 25 1.200
MS PLUS 165 50-165 230 360 225 25 1.542
MS PLUS 220 75-220 230 415 260 25 1.730
MS PLUS 300 100-300 230 380 330 25 1.958
MS PLUS 400 150-400 230 500 365 25 2.210
MS PLUS 500 175-500 230 40 2.930
MS PLUS 750 250-750 230 40 3.966
MSPLUS 1000  350-1000 400 40 5.940




CLEANING SYSTEM: The FUN of the burner, clean the flame tube from the ash

( on maximum rpm ).

Auger, control panel and compressor
are included in the above prices

MODEL  POWER VOLT FLAME FLAME PRICE
TUBE TUBE
LENGTH EXTERNAI
DIAMETER
kW/h v min mim EUR
MS 35 10-35 230 160 140 535
MS 50 15-50 230 180 ] 545
M5 65 20-65 230 215 150 566
M5 85 25-85 230 230 155 620
MS110 35-110 230 270 190 BS58
MS 165 50- 165 230 360 225 1.133
MS 220 75220 230 415 260 1.295
MS 300 100300 230 380 330 1.560
MS 400 150400 230 500 365 1.733
MS 500 1 75-500 230 2.274
MS 750 250-750 230 3.157
MS 1000 350- 1000 400 4936
A ———

sansuaeIey)
|eajuyday

CLEANING SYSTEM: Series MSB has a mechanic axon which is moving (front-back) inside the flame tube,
scratching the grill surface.

MODEL MOWER VOLT FLAME FLAME PRICLE
TUBE TUBE
LENGTH  EXTERNAL
DIAMETER
kw/h v mm i EUR
MS PLUS 35 10-35 230 160 140 779
M5 PLUS 50 15-50 230 151} 140 788
MS PLITS 65 20-65 230 215 150 B10
M5 PLUS 85 25-85 230 230 155 875
MS PLUS 110 35-110 230 270 150 1.132
M35 PLLIS 165 S{-165 230 36l 225 1.408
MS PLUS 220 75-220 230 415 260 1.573
MS PLLIS 300 10H0-3(HD 230 380 330 1.980
M5 PLUS 400 150-400 230 S04 365 2.153
M5 PLLUS 500 175-50H) 230 Sal) 415 2.694
MS BLUS 750 250-750 230 3.800

MS PLUS 1040

350 1000

5.5380

sansualdeIey)
|eauydal






WATER

HEATERS
BUFFERS
ACCUMULATORS

With pure goal and HYGIENE, we distinguish the wa-
ter that transmits energy, from the water we use (D.H.W)
and that we often drink. Inside the tank, there is a quanti-
ty of water that is permament (stable) and does not change.

This water accepts the thermal energy through STAINLESS STEEL
heat exchangers, from any sources of energies you have. There is a
clear separation of the water that is HEATED by the water we USE.

NN

HEAT EXCHANGERS SURFACE

m2

C

MODEL DHW

300 2.6

600 4,7

800 4.7

1.000 8
1.250* 10,5
1.500 12,9
1.500* 12,9
2.000 13,5
3.000 14,7

5.000 17,8

1.4
L6
1.9
2,5
3,6
38
4,2
4,6
7,8
3,9

28
32
37
4
4.7
5,1
5,2
7.3
8
89

1.6
2
AL
37
4,1
1,6
4.7
74
7.8
8.3

SOLAR H.PUMP BOILER HEATING

24
71
4.2
4,8
5.6
6,8
7
10
12,8
14,5
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WATER
HEATERS
BUFFERS
ACCUMULATORS

Technical

Characteristics
LITRE 1 1 2 2 2 3 3 4
EXCHANGE EXCHANGE EXCHANGE EXCHANGE EXCHANGE EXCHANGE EXCHANGE EXCHANGE
OR HEATPUMP  SOLAR SOLAR HEATPUMP  SOLAR SOLAR SOLAR
BOILER BOILER HEATING HEATING BOILER  HEAT PUMP BOILER
OR HEATING HEATING  HEAT PUMP
HEAT PUMP HEATING
300 (28 674 721 T3 767 B56 R
600 #70 969 962 1026 1083 1118 1181 1273
800 1079 1153 1251 1278 1352 1450 1477 1648
1000 1284 1333 1464 1503 1552 1683 1722 1902
1500 1612 1676 1835 1883 1947 2124 2171 2414
2000 1867 1973 2096 2185 2267 2391 2480 2709
3000 2281 2346 2553 2586 2a6() 2887 2910 3182
4000 2578 2677 2876 2650 3049 3248 3322 3620
5000 2914 3027 3238 3323 3435 3647 3731 4055

All boilers have a certified built-in alternator for the production of healthy drinking hot water
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HEAT PUMP
HOT/COLD
WATER SUPPLY

ALL COILS ARE INSIDE THE TANK

MODEL  BH/BHS-2 BH/BHS-3 BH/BHS-4
1 2 3
EXCHANGER  EXCHANGERS EXCHANGERS
| D.HW D.H.W/SOLAR D.H.W /SOLAR /BOILER |
EUR EUR EUR

BH 100 S
BH 300 1.188 1.296 1.488 ! The HEAT PUMP coil E
BHS 300 1.404 1.512 1.704 | is made of copper, !
BH 600 1.392 1.464 1.716  all other coils are :
BHS 600 1.620 1.680 4.032  stainless steel |

Technical
Characteristics

BH100 BH300 BHS5300 BH600 BHS600

Volume It 100 300 300 600 600

IN power kW/h 03 0,485 1,0 0,485 1.0
OUT power kW/h 0,85 2.0 4.0 2,0 4,0
cop 2,8 4,1 4 4,1 4
D.HW It/h 30 70 140 70 140
Capacity btu/h 2275 6.825 13.650 6.825 13.650
Diameter/Height mm 700/1750 700/1750 800/2150 800/2150
Weight kg 140-155  146-160  168-184 174-194

e
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10 YE\\

GUARANTEE ’

(]
(L Free Q
Legionella Free ‘9

CCRTIF 60 —
o) GYD
9001 2015 e

e
Omp >

WATER
HEQTERS

BUFFERS
ACCUMULATORS

With pure goal the HYGIENE, we distinguish the water that transmits
energy, from the water we use (D.H.W.) and that we often drink. Inside the
tank, there is a quantity of water that is permanent (stable) and does not
change.

This water accepts the thermal energy, through STAINLESS STEEL heat
exchangers, from any sources of energies you have. There is a clear
separation of the water thatis HEATED by the water we USE.
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WATER HEAQATERS

TANK MQADE OF POLYPROPYLENE (PP)

Plenty, hygiene, clean hot water from MIK EUROPE

STRONG INSULATION

OF INJECTED POLYURETHANE.

LEGIONELLA FREE

STEEL COVER,
ELECTROSTATIC PAINTED

Save money
HIGH EFFICIENCY

ZERO CORROSION
ZERO WORKING PRESSURE '

r
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-
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STAINLESS STEEL COIL EXCHANGERS

STANDARD
Auto fill valve

STANDARD
THERMOMETER

STANDARD

Antibacterial protection Heating element
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European Centre for Disease Prevention & Control
www.ecdc.europa.eu

www.mytherm.com




WATER HEAQATERS
BL I

HOT WATER FROM ONE ENERGY SOURCE

ZERO
Vv CORROSION
\% LONG LIFE PP TANK

' Take advantage of the FREE OF CHARGE SOLAR
ENERGY to have hot sanitary water for

residential or commerce use. '

The hot water that you use does not come in
touch with the tank and always remains clean,
free of dirt and bacteria.

Legionella Free

ONE OF THE
3 ENERGIES

10 YEARS
GUARANTEE

SN

TECHNICAL CHARACTERISTICS W. HEATER BL I

MODEL 300 600 800 1000 1500 2000 3000 4000 5000

Hot water supply L/h 300 600 800 1000 1500 2000 3000 4000 5000
Solar panels m’ 3 6 8 12 18 24 36 48 60
DHW coil surface m’ 2,6 4,7 4,7 8,00 12,9 13,5 14,7 16,3 17,8
Coil surface m’ 28 3,2 3,/ 4 51 73 8 8,4 8,9
Diameter cm 70 80 90 96 I15 1250 150 172 190
Height cm 135 175 200 210 230 230 230 230 230
Weight Kg 85 120 145 170 205 248 340 390 440
PRICE Euro 510 695 855 940 1.280 1.490 1.906 2246  2.608

STANDARDS ACCESSORIES : AUTO FILL VALVE, CIO,, THERMOMETER

HEATING ELEMENT Ni, INCOLOY 825, 3/PH,
WITH THERMOSTAT, LAMP AND BOX

600 800 1000 1500 2000
PHASES I 3 3 3 3 3
VOLTAGE Vv 230 230 400 400 400 400 400 400 400

FREQUENCY Hz 50 50 50 50 50 50 50 50 50
POWER Kw/h 4 9 9 9 12 15 18 20 24
PRICE Euro 35 155 155 155 160 170 180 190 220

All prices are NET, in EURO and EX-WORK, THESSALONIKI, GREECE

www.mytherm.com




WATER HEAQATERS
BL Il _

HOT WATER FROM TWO ENERGY SOURCES

(L Fre.e

ZERO Legionella Free
V. CORROSION
V LONG LIFE PP TANK /'N

Support the free SOLAR ENERGY with your
BOILER for plenty hot sanitary water.
For residential or commerce use.

C€

The hot water that you use does not come in r
touch with the tank and always remains clean,
free of dirt and bacteria.

ONE OF THE
2 ENERGIES

10 YEARS
GUARANTEE

SN

TECHNICAL CHARACTERISTICS W. HEATER BL IlI

MODEL 300 600 800 1000 1500 2000 3000 4000 5000

Hot water supply L/h >300 >600 >800 >1000 >I500 >2000 >3000 >4000 >5000
Boiler's support Kw/h 14 28 35 47 70 93 140 186 232
DHW coil surface m’ 2,6 477 47 8,00 12,9 13,5 14,7 16,3 17,8
Solar coil surface m’ 1,4 1,6 1,9 2,5 3,8 4,6 7,8 8, 8,3
Boiler's / Heat pump ~ m’ 2,8 3,2 3,7 4 5,1 7,3 8 8,4 8,9
Diameter cm 70 80 90 96 [15 125 150 172 190
Height cm 135 175 200 210 230 230 230 230 230
Weight Kg 105 132 |58 184 220 262 360 420 462
PRICE Euro 570 750 960 1.100 1.520 1.780 2.210 2.650 2.980

STANDARDS ACCESSORIES : AUTO FILL VALVE, CIO,, THERMOMETER

HEATING ELEMENT Ni, INCOLOY 825, 3 PH,
WITH THERMOSTAT, LAMP AND BOX

600 800 1000 1500 2000

PHASES No I I 3 3 3 3 3 3 3
VOLTAGE Vv 230 230 400 400 400 400 400 400 400
FREQUENCY Hz 50 50 50 50 50 50 50 50 50
POWER Kw/h 4 9 9 9 12 15 18 20 24
PRICE Euro 35 155 155 155 160 170 180 190 220

All prices are NET, in EURO and EX-WORK, THESSALONIKI, GREECE

www.mytherm.com



WATER HEAQATERS
BL IV

HOT WATER FROM THREE ENERGY SOURCES

ZERO ’ N
Vv CORROSION
\% LONG LIFE PP TANK

' Three (3) ENERGY SOURCES in one tank '
Unique benefits '

The hot water that you use does not come in
touch with the tank and always remains clean,
free of dirt and bacteria. ,

' The HEAT PUMP coil is made of copper, all
other coils are stainless steel

) )

10 YEARS
GUARANTEE

SN

® s
o @
o @
o @
e @
e @
e @
e @
e @
e @
e @
e @
e @
o @
® s
. |
(O
O
O
O
O
e ———————————— ma
. ___ |
M
oy =
o g
®e @
®e -
® s

Legionella Free

TECHNICAL CHARACTERISTICS W. HEATER BL IV q3

MODEL 1000 1500 2000 3000 4000 5000

Hot water supply L/h >1000 >1500 >2000 >3000 >4000 >5000
Boiler's support Kw/h 47 70 93 140 186 232
DHW coil surface m’ 8,00 12,90 13,50 14,70 16,30 17,80

Solar coil surface m’ 2,50 3,80 4,60 7,80 8,10 8,30
Boiler's coil m’ 3,70 4,60 7,40 7,80 8,10 8,30
H. Pump coil m’ 4,00 5,10 7,30 8,00 8,50 8,90
Diameter cm 96 [15 [25 150 |72 190
Height cm 210 230 230 230 230 230
Weight Kg 200 235 275 380 440 485
PRICE Euro 1.260 1.750 2.000 2.600 3.000 3.400
STANDARDS ACCESSORIES: AUTO FILL VALVE, CiO,, THERMOMETER
HEATING ELEMENT Ni, INCOLOY 825, 3/PH,
WITH THERMOSTAT, LAMP AND BOX
PHASES I 3 3 3 3 3 3
VOLTAGE, V 230 400 400 400 400 400 400
FREQUENCY, HZ 50 50 50 50 50 50 50
POWER, KW 4 9 12 [5 18 20 24
EURO 35 155 160 170 180 190 220

www.mytherm.com

All prices are NET, in EURO and EX-WORK, THESSALONIKI, GREECE




WATER
HEATERS Bb*
BUFFERS

ACCUMULATORS

| HEAT EXCHANGERS SURFACE m2 )
MODEL  DHW SOLAR H.PUMP BOILER HEATING
300 26 14 28 16 24
600 47 16 32 2 35
800 47 L9 37 25 42
1.000 8 2,5 4 37 48 \——4
1.250¢ 105 36 47 41 5.6 WATER
1.500 12,9 ER. 3,1 4.6 6.8
1.500* 29 42 52 47 7 STORAGE
2.000 13,5 4,6 7,3 74 10
3.000 47 78 8 7.8 12.8
5.000 17.8 89 8.9 8.3 14,5

Technical
Characteristics

L

BLU BIIHP BLIN BlIlIHP BIIH BIIH ]

2 2 2 3 3 4
EXCHANGERS EXCHANGERS EXCHANGERS EXCHANGERS EXCHANGERS EXCHANGERS
HEATING NET HEATING NET  HEATING NET  HEATING NET HEATING NET HEATING NET

MODEL SOLAR BOILER HEAT PUMP SOLAR SOLAR SOLAR
BOILER HEAT PUMP BOILER
HEAT PUMP
300 628 631 679 720 769
600 768 775 826 871 922 1.009
800 947 979 1.013 1.094 1128 1.258
1.00 1.106 1.139 1.146 1.290 1.297 1.460
1.250" 1.500 1.519 1.541 1.744 1.766 2,018
1.500 1.554 1.721 1.600 1.817 1.836 2,108
1.500* 1.703 1.800 1.7 1.969 1.890 2.266
2,004 1.783 1.835 1.798 2.068 2.065 2.359
3.000 2.199 2.178 2222 2.495 2.519 2.824
A.000 2.417 2.417 2.446 2.753 2.761 3.108

2004 2.706 2,706 2,720 3.049 3.064 3419
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Thermosiphon
Solar Water Heater

TSR ECO

MYTHERM's Thermosiphon solar heating system delivers high efficiency and
low maintenance. The system provides hot water after only a few hours of
sunlight and is the eco-friendly answer to a family's hot water needs. This
streamlined system uses natural water circulation and doesn't require a
pump or control unit. Itincludes a solar collector and a storage tank.

AllMYTHERM systems are supplied complete with connection fittings.



TSR ECO

® Tank with enamelled steel
® Solar collector(s)
® Metal roof support
made of Magnelis® steel
® Connecting kit

REFERENCE ’ TSR9015 | TSR12015 | TSR1202 | TSR1502 | TSR15025 | TSR1503 | TSR2002 | TSR2025 | TSR2003 | TSR2004 ‘
TANK

Type 90 120 120 150 150 150 200 200 200 200

Dimensions (mm) 850x520 | 1000x520 | 1000x520 | 1250x520 | 1250x520 | 1250x520 | 1250x580 | 1250x580 | 1250x580 | 1250x580

Net weight (kg) 48 55 55 63 63 63 70 70 70 70

Tank type Steel enamelled

Insulation PU Injected 45-50kg/m? thickness up to 60mm
Inlets / Outlets (") 3/L&1/2

Electric element Electrical aux.heating power 1,5kw up to ékw (optional)

COLLECTOR

Total gross area (m?) 1,51 2,02 2,00 2,53 3,02 2,02 2,53 3,02 4,04
Gross / net area (m?) 1,50 1,50 2,00 1,96 2,50 3,00 2,00 2,50 3,00 4,00

Dimensions (mm) 1503x1007x85 2006x1007x85 | 1503x1305x85 | 2006x1257x85 | 1503x1007x85 | 2006x1007x85 | 2006x1257x85 | 1503x1007x85 | 2006x1007x85

Quantity 1 1 1 2 1 1 2 2
Net weight (kg) 27 26 34 42 27 34 42 54
Efficiency n0 77,20%

Heat loss coefficient a1 3.953W/M?k

Covering Low iron, tempered safety glass 3,2mm

Absorber type Selective aluminium laser welded on CU tubes

Certifications
enjoy our technology Collector: 10 years warranty

- : . Tank: 5 years warranty
MIK EUROPE P.C. TUVRheinland

. . i
Industrial area of Sindos, SlIb-ER I

B.B. 40, Entrance C
57 022 Thessaloniki, Greece

Tel.: +30 2310 710 008
Fax: +30 2310 722 560

e-mail: export@mytherm.com i MADE IN

o GREECE

www.mytherm.com




HEAT PUMP
HOT / COLD
WATER SUPPLY

PP TANK, International Patent, PTC/GR2019/000005

BH WATER HEATER/COOLER uses a last generation
HEAT PUMP to produce hot, or, cold sanitary water (D.H.W.
- D.C.W).

With pure goal the ENVIROMENT, HYGIENE and
the SAVE MONEY, we distinguish the water that
transmits energy, from the water we use (D.H.W) and we
often drink.

Inside the tank, there is a quantity of water that is perma-
ment (stable) and does not change. This water accepts the
thermal energy from the HEAT PUMP, through a COP-
PER coil heat exchanger, or, through stainless steel coil
exhangers from any other sources of energies you have as:

HOT WATER BOILER (gas/ oil / pellet / biomas / electricity)
SOLAR PANELS - GEOTHERMY - ELECTRICITY

The BH water heater use the thermical energy of heat
pump’s decompression as energy source to heat or to
cool the stable water inside it. On this point the BH
is working as a buffer which heat or cool the sanitary
water, through a stainless steel coil exchanger.

With the same way, you can take advantage from any
other energy source you have. You only add the correct

size of coil exchangers up the number of four.

The  HEAT PUMP coil exchanger is made of
copper and all other coils of stainless steel 316L.

Build your own BH WATER HEATER.
Coil exchanges INSIDE the tank,

The BH HEAT PUMP use freon B 134a.

UL
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1 |
| The HEAT PUMP coil :
, is made from copper, |
. all other coils are :
| stainless steel :
Vi i e i e s e 4
[ MODEL BH/BH-2 BH/BHS-3 BH/BHS-4 ]
| 2 3
EXCHANGER EXCHANGERS EXCHANGERS
D.H.W. D.HW. D.HW
SOLAR SOLAR
BOILER
EUR EUR EUR
BH 100 696
BH 300 1.151 1.196 1.352
BHS 300 1.370 1.418 1.579
EH 600 1.332 1.384 1.562
BHS 600 1.732 1.794 1.997
Technical
Characteristics
[ Volume It 1030 300 A A0 A ]
IN power kW/H 0,3 (0,485 1.0 0,485 1.0
OUT power kW/H 0,85 2,0 4.0 2.0 4.0
cop 2.8 4,1 4 4,1 4
D.HW It/h 30 70 140 70 140
Capacity btu'h 2.275 6,825 | 3.650 6,825 13.650
Diameter/ mm 7001750 700/1750  FO0/2450  700/2450
Height
Weight kg 112-117 115-120 137-152  140-155

ey

[MDDEL H.P S0LAR DHW HEATING EDILER]

300 257 140
600 450 1,60
LY
['RECYCLABLE]

PRODUCT

www.mytherm.com

2,60
4,70

2,40
3,50

1,60
2,00
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HEAT PUMP FOR COOLING,
HEATING & SANITARY WATER

REVORB

REVORB is an AIR-WATER heat pump which in combination
with the unique MYTHERM PP tanks simultaneously produces:
INTERIOR COOLING or HEATING and PLENTY SANITARY
HOT / COLD WATER.

Without rejecting beneficial and accurate energy exploitation of
the environmentally generated counter - energy.

The innovation of the invention lies in the full exploita-
tion of the environmentally generated counter - energy.

The compact construction of this innovative system offers safety during
installation, operation and wuse without REFRIGERATION
and HOT WATER.

It is a unique high-tech proposal, protects the enviroment and
provides, ENERGY RECOVERY, the crucial part of attaining
sustainable development goals and it is key of energy recycling,

A
_J\ ﬁggltlil:igg

Hot
Cold
Water

YOu CAN ACCOMPINED REVORB WITH
SOLAR ENERGY OR, ANY OTHER ENERGY
SOURCE YOU HAVE




REVORB

Model Out In Buffer Number DHW  Cool/ W/L/H Weight  Price
of users Heating

kW kW Lt I/hdt25 Btu/h cm kg EUR
RV08 8 L9 300 7-10 275 27.360 175/105/185 360  4.800

RV12 12 286 300 9-12 413 41.040 175/105/185 370 5.160

RVI5 15 3,57 300 13-16 516 51300 175/105/185 390  5.472
RV 17 17 4,05 300 15-18 585 58.140  175/105/185 410 6.120
RV20 20 476 600 17-20 688 68.400 175/105/185 480  6.600
RV25 25 595 600 22-25 860 85.500 175/105/185 490 7.200
RV30 30 7,14 600 25-30 1.032  102.600 185/120/225 505  8.160
RV35 35 8§32 800 30-36 1.204 119.700 185/120/225 520  8.580
RV40 40 952 800 35-42 1.376  136.800

RVed 60 14,29 1.000 52-60 2.064  205.200 Under Request

RV70 70 16,67 1.000 60-70 2408 239400

Voltage : RV 08 - RV 15, 230V
Voltage:RV 17 -RV 70,380 V




REVORB

Technical
Characteristics
Model Out In Buffer =~ Number DHW Cool / W/L/H Weight  Price ]
of users Heating

kw kw Lt I/h dt 25 Btu/h cm kg EUR
RV-t08 8 1,9 300 7-10 275 27.360 175/105/185 360 5.400
RV-t12 12 2,86 300 9-12 413 41.040 175/105/185 370 5.820
RV-t15 15 3,57 300 13-16 516 51.300 175/105/185 390 6.156
RV-t17 17 4,05 300 15-18 585 58.140 175/105/185 410 6.876
RV-t20 20 476 600 17-20 688 68.400 175/105/185 480 7.440
RV-t25 25 5,95 600 22-25 860 85.500 175/105/185 490 8.076
RV-t30 30 7,14 600 25-30 1.032 102.600 185/120/225 305 9.156
RV-t35 35 8,32 800 30-36 1.204 119.700 185/120/225 520 9.636
RV-t40 40 952 800 35-42 1.376 136.800
RV-t60 60 14,29 1.000 52-60 2.064 205.200 Under Request
RV-t70 70 16,67 1.000 60-70 2.408 239.400

Voltage : RV 08 - RV 15, 230 V
Voltage : RV 17 - RV 70, 380 V




aas RS

BOILER

Control panel ( option ) includes:
« OM / OFF switch

- ON / OFF lamp

- Thermomanometer

+ Safety thermostat

- Water temperature thermostat

- Burners thermostat

RS steel boiler is delivered on wooden pallet.

(T’:’PE KW HYDRAYLIC CHIMNEY WIDTH LENGTH HEIGHT WEIGHT PRICE)

kW Inch. mm mm mm mm kg EUR
30 30 11/4" 140 610 820 710 118 360
40 40 11/4” 140 610 920 710 140 382
50 50 11/4" 140 610 1020 710 162 398
60 60 11/4” 140 610 1170 710 182 433
70 70 g 180 720 1100 840 273 648
20 20 2" 180 720 1200 840 293 677
110 110  a 180 720 1300 840 313 710
130 130 2" 200 720 1350 840 322 744
150 150 2" 200 720 1550 840 367 863
180 180 27 200 880 1400 1030 486 1.058
210 210 2127 250 880 1500 1030 514 1.124
250 250 21427 250 880 1600 1030 544 1.299
290 290 3" 250 880 1650 1030 563 1.352
340 340 : i 250 980 1650 1080 693 1.820
400 400 3" 300 980 2000 1080 805 2.059
465 465 4" 300 980 2200 1080 B4 2.226
540 540 4" 300 1200 2150 1280 998 3.224
610 610 47 300 1200 2350 1280 1078 4.028
700 700 4" 350 1300 2350 1350 1356 4.634
800 200 4" 350 1300 2450 1350 1401 4.902
1000 1000 i 350 1300 2450 1350 1450 5.448

Control Panel 60EUR
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GAS/OIL
STEEL
BOILERS

Boilers RS are made of steel St 37-2, with seamless tubes
of steel St 40, and three horizontal routes exhaust. This
unique design passes the hot combustion gases three
times through the boiler under negative negative
pressure. This maximizes the gases contact with the
boiler's water transfer surface area.

The result: Clean combustion and High Efficiency

The design and the excellent workmanship demonstrated
for several decades both in practice and testing
laboratory controls (for obtaining the European mark of

AV A
conformity CE) receiving their high efficiency class with

The perfect combustion enable us to offer a technologically more than 9/%.
' high-quality boiler. RS boilers are certified with the 92/42/EC directive.

o They are made of special steel sheet ST 37-2 IN 17100

o Combustion chamber with seamless tubes (Mannesman)
with three-way exhaust gas turbulators

o Thermal insulation of fiberglass and aluminum coating

o Set of painted covers-electrostatic painting

e Combined with operation control panel '




GNAS/OIL
STEEL BOILERS

T1 §

: S

o o

I C\L

T2
T5 c

TECHNICAL CHARACTERISTICS

POWER TI&T2

30 | 1/4" 125 105 610 725 585 510 350 580 370
40 | 1/4" 125 105 610 725 585 610 350 580 370
50 | 1/4" 125 105 610 725 585 710 350 580 370
60 | 1/4" 125 105 610 725 585 860 350 580 370
70 172" 150 130 735 855 710 760 405 570 380
90 2" 200 130 735 855 710 860 405 590 380
110 2" 200 130 735 855 710 960 405 590 380
130 2" 200 130 735 855 710 1010 405 590 380
150 2" 200 130 735 855 710 1210 405 590 380
180 212" 200 180 910 1055 885 1010 500 850 420
210 21/2" 200 180 910 1055 885 110 500 850 420
250 212" 200 180 910 1055 885 1210 500 850 420
290 3" 250 180 910 1055 885 1260 500 825 420
340 3" 300 180 980 1105 960 1260 480 840 420
400 3" 300 180 980 1105 960 1610 480 840 420
465 3" 300 180 980 1105 960 1810 480 840 420
540 3" 300 200 1190 1290 1180 1710 550 1080 420
610 3" 300 200 1190 1290 1180 1910 550 1080 420
700 4" 350 220 1260 1360 1250 1910 560 1130 420
800 4" 350 220 1260 1360 1250 2010 560 1130 420
1000 4" 350 220 1260 1360 1250 2160 560 1130 420

www.mytherm.com



GAS/OIL
STEEL BOILERS

RS STEEL OIL/GAS BOILER

4 Baors
WORKING
PRESSURE

VA
4

' Control panel (option) includes:

o on/off switch

o on/off lamp

¢ Thermomanometer

o Safety thermostat

e Water temperature thermost:J

® Burners thermostat

TECHNICAL CHARACTERISTICS

TYPE POWER BackPr.  Volume Chamber Working Efficiency Volume  WEIGHT  PRICE

30 30 0,2 40,18 1,54 4 92 50,25 122 300
40 40 0,2 48,10 ,78 4 92 60,30 131 318
50 50 0,3 56,25 2,03 4 92 70,35 144 332
60 60 0,4 68,31 2,39 4 92 85,43 161 361
70 70 0,4 106,85 3,53 4 92 128,15 248 540
90 90 0,5 122 3,93 4 92 145,24 263 564
[10 [10 0,6 135,34 4,33 4 92 162,37 278 592
130 130 0,7 |42 4,52 4 92 170,87 287 620
150 150 08 173,96 5,32 4 92 202 319 719
180 180 0,9 222,30 6,95 4 92 271,71 461 882
210 210 I 244,30 1,57 4 92 307,68 486 937
250 250 1,2 266,75 8,18 4 92 335,65 511 1.083
290 290 ,4 271,86 8,49 4 91 349,64 526 1.127
340 340 1,6 300 10,89 4 91 425 662 1.517
400 400 2 384 13,68 4 91 541 726 1716
465 465 25 432 15,27 4 91 612 849 1.855
540 540 3 653 18,62 4 91 753 1045 2.687
610 610 3,5 735,50 20,95 4 91 852 1198 3.357
700 700 4 1071 23,00 4 91 638 1325 3.862
800 800 45 1195 24,93 4 90 798 1376 4.085
1000 1000 5 1285 26,00 4 89 764 1427 4.540
CONTROL PANEL 60

All prices are NET, in EURO and EX-WORK, THESSALONIKI, GREECE
www.mytherm.com




GAS/OIL
STEEL BOILERS

RS STEEL OIL/GAS BOILER

6 Bars
WORKING
PRESSURE

VA
4

' Control panel (option) includes:

o on/off switch

o on/off lamp

¢ Thermomanometer

o Safety thermostat

e Water temperature thermost:J

® Burners thermostat

TECHNICAL CHARACTERISTICS

TYPE POWER BackPr.  Volume Chamber Working Efficiency Volume  WEIGHT  PRICE

30 30 0,2 40,18 1,54 6 92 50,25 122 390
40 40 0,2 48,10 ,78 6 92 60,30 131 415
50 50 0,3 56,25 2,03 6 92 70,35 144 430
60 60 0,4 68,31 2,39 6 92 85,43 161 470
70 70 0,4 106,85 3,53 6 92 128,15 248 700
90 90 0,5 122 3,93 6 92 145,24 263 735
[10 [10 0,6 135,34 4,33 6 92 162,37 278 770
130 130 0,7 |42 4,52 6 92 170,87 287 805
150 150 08 173,96 5,32 6 92 202 319 935
180 180 0,9 222,30 6,95 6 92 271,71 461 1.150
210 210 I 244,30 1,57 6 92 307,68 486 1.220
250 250 1,2 266,75 8,18 6 92 335,65 511 1.410
290 290 ,4 271,86 8,49 6 91 349,64 526 |.465
340 340 1,6 300 10,89 6 91 425 662 1.975
400 400 2 384 13,68 6 91 541 726 2.230
465 465 25 432 15,27 6 91 612 849 2410
540 540 3 653 18,62 6 91 753 1045 3.495
610 610 3,5 735,50 20,95 6 91 852 1198 4.365
700 700 4 1071 23,00 6 91 638 1325 5.020
800 800 45 1195 24,93 6 90 798 1376 5310
1000 1000 5 1285 26,00 6 89 764 1427 5.900
CONTROL PANEL 60

All prices are NET, in EURO and EX-WORK, THESSALONIKI, GREECE
www.mytherm.com







ANGELATA

STOVE includes:

- Control Panel
- Weekly Program

00E

| MODEL POWER FAN W/D/H WEIGHT PRICE |
kW m'/h mm kg EUR
TA S 3-8 400 440/550/900 110 667
TA 10 4-10 450 440/500/950 115 733
TA 12 5-12 450 440/550/1000 120 800
TA 16 7-16 700 520/620/1050 140 999
TA 20 8-20 1.100 520/620/1250 155 1.267
TA 25 10-25 1.200 620/620/1450 185 1.466
TA 30 12-30 1.400 620/620/1450 200 1.600
TA 40 15-40 1.400 720/620/1450 225 1.867
ECOLINETE = w
STOVE includes: T —
- Control Panel e
- Weekly Program s m) 10.0
[ MODEL POWER  FAN W/D/H  WEIGHT PRICE |
kW m’*/h mm kg EUR
TE 10 4-10 250  470/480/900 80 600
TE 12 5-12 280 470/480/980 95 667




IOLITS

HYDRO STOVE includes:
- ErP pump

- Expansion vessel

- Thermostatic safety valve 90°C

00606

[_MCI DEL POWER STORAGE W/D/H WEIGHT
kw kg mm kg EUR
T518 7-20 35 530/730/1030 160 1.040
TS 20 g-22 5 530/730/1030 165 1.067
TS 25 10-28 10 530/730/1060 180 1.147
TS 30 13-33 50 530/730/1160 200 1.267
B T540 15-45 6l 530/730/1350 220 1.466
HYDRO STOVE includes:
< ErP pump
+ Expansion vessel
- Thermostatic safety valve 90°C
- Crossflow fan for air heating
| MODEL  POWER  STORAGE W/D/H WEIGHT  PRICE | [ [EnerG 83 |
kw kg mm kg EUR w |
TS 18 10-23 35 530/730/1030 162 967 3 L |
T520 11-25 35 530/730/1030 167 989 [o—
T8 25 10-31 40 530/730/1060 182 1.056 [ 3800
TS 30 16-36 50 530/730/1160 202 1.166 .
TS5 40 18-48 60 530/730/1350 222 1.356 R 3
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MYTHERM
Industrial area of Sindos
B.B. 49, Entrance C
57 022 Thessaloniki, Greece

Tel:+30 2311 829 500
Fax:+302311 829 200
e-mail: info@mytherm.com




